
Electrical Specifications

Nominal Range 0 - 270°

Supply Voltage: 15-30VDC, 24VDC Nom., 25mA Nom.

Signal Output: 0 - 10VDC

Linearity: < ± 0.3% of FRO

Resolution: < 0.025% of FRO

Bandwidth: 250Hz Nom.

Connection: > 3 ft 3 conductor shielded cable

Environmental  Specifications Materials Specifications

Operating Temperature: -30°C to 80°C Housing: Anodized Aluminium

Thermal Coefficient: < -0.02%/◦C) of FRO Shaft: Stainless Steel

Humidity: 90% R.H., 240 Hours Weight: Approx. 100g

Shock Survival: 30 g, 11 ms Starting Torque: < 1mN · m

Vibration: 20 g to 2 KHz

Protection: IP65

Notes
●   Specifications subject to change without notice.

Warranty
NewTek products are warrantied against defective materials and workmanship for a period of one year from the date of delivery to the original purchaser.  

Features
● Contactless Full 360° mechanical travel

● Excellent Linearity ±0.3% of Full Range 

● Shock and vibration tolerant

● Wide operating temperature range (-30°C to 80°C)   

● DC Voltage absolute analog outputs 

● 2 precision ball bearings

Applications
● Actuator Feedback

● Valve Position Sensing

● Throttle Position

● Dancer Arm Tensioner Position

● Rotary Valves

● Fuel Rack Position 

The NewTek RVD series is a family of Hall Effect Angle Sensors for industrial applications. Hall Effect technology is known for reliability

and ruggedness in harsh environments. The non-contact design allows for extremely long operational life and reliability and eliminates

internal components that might wear or degrade over time. With a non-contact measurement, these Angle Sensors offer good noise

performance with excellent repeatability.

Hall Effect Rotary Position Sensor
NT-RVD-270
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